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Located at various vehicular 
decision points on the site, the 
directional signage will convey 
building addressing in relation to 
the location of the sign. These 
signs may be double faced as 
required.

Size
Cabinet: 1'-0" x 2'-0"
Base: 1'-9" x 2'-5"
Sign Area: 2 sq ft

Construction
Cabinet: aluminum u-channel

with aluminum tubing caps
Address Panels: .125" thick

aluminum with two inch (2") tall
reflective vinyl lettering applied
to panel face

Lettering: premium quality 3M
vinyl

Base: 8x16 CMU block with a
smooth stucco finish

Colors
Cabinet: Turned Earth
Address Panels: Autumn Wheat
Lettering: to be 3M reflective

black
Base: Bernard Brown

Illumination
Non-illuminated.

(Addressing for placement 
example only. Numerals are not 
actual address.)

DIRECTIONAL SIGNAGESIGN TYPE 2A
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Scale: 1/2"=1'0"
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This sign is located near both 
drive thru entrances and will be 
double faced.

Size
Cabinet: 1'-0" x 2'-0"
Base: 1'-9" x 2'-5"
Sign Area: 2 sq ft

Construction
Cabinet: aluminum u-channel

with aluminum tubing caps
Address Panels: .125" thick

aluminum with two inch (2") tall
reflective vinyl lettering applied
to panel face

Lettering: premium quality 3M
vinyl

Base: 8x16 CMU block with a
smooth stucco finish

Colors
Cabinet: Turned Earth
Address Panels: Autumn Wheat
Lettering: to be 3M reflective

black
Base: Bernard Brown

Illumination
Non-illuminated.

DRIVE THRU SIGNAGESIGN TYPE 2B

Scale: 1/2"=1'0"




